
KR_MV_IDU_4 SERIES

CASSETTE 2 WAY

Unit ARNU09GTS*4 ARNU12GTS*4 ARNU18GTS*4 ARNU24GTS*4

kW 2.8 3.6 5.6 7.1

kcal/h 2,400 3,100 4,800 6,100

Btu/h 9,600 12,300 19,100 24,200

kW 3.2 4.0 6.3 8.0

kcal/h 2,800 3,400 5,400 6,900

Btu/h 10,900 13,600 21,500 27,300

H / M / L W 16 / 14 / 11 18 / 14 / 11 19 / 16 / 14 31 / 22 / 14

Galvanized Steel Plate Galvanized Steel Plate Galvanized Steel Plate Galvanized Steel Plate

mm 830 × 225 × 600 830 × 225 × 600 830 × 225 × 600 830 × 225 × 600

inch 32-11/16 × 8-27/32 × 23-5/8 32-11/16 × 8-27/32 × 23-5/8 32-11/16 × 8-27/32 × 23-5/8 32-11/16 × 8-27/32 × 23-5/8

mm 1,055 × 290 × 682 1,055 × 290 × 682 1,055 × 290 × 682 1,055 × 290 × 682

inch 41-17/32 × 11-13/32 × 26- 41-17/32 × 11-13/32 × 26- 41-17/32 × 11-13/32 × 26- 41-17/32 × 11-13/32 × 26-

kg (lbs) 18.1 (39.9) 18.1 (39.9) 18.1 (39.9) 18.1 (39.9)

kg (lbs) 22.5 (49.6) 22.5 (49.6) 22.5 (49.6) 22.5 (49.6)

2 × 9 × 17 2 × 9 × 17 2 × 9 × 17 2 × 9 × 17

m² 0.32 0.32 0.32 0.32

Turbo Fan Turbo Fan Turbo Fan Turbo Fan

m³/min 10.8 / 9.8 / 9.1 11.1 / 10.3 / 9.1 11.8 / 10.8 / 9.8 14.5 / 12.4 / 10.3

ft³/min 381 / 346 / 321 392 / 364/ 321 417 / 381 / 346 512 / 438 / 364

BLDC BLDC BLDC BLDC

Direct Direct Direct Direct

W × No. 37 × 1 37 × 1 37 × 1 37 × 1

A 0.67 0.67 0.67 0.67

Foamed polystrene Foamed polystrene Foamed polystrene Foamed polystrene

Fuse Fuse Fuse Fuse

mm (inch) Ø6.35 (1/4) Ø6.35 (1/4) Ø6.35 (1/4) Ø9.52 (3/8)

mm (inch) Ø12.7 (1/2) Ø12.7 (1/2) Ø12.7 (1/2) Ø15.88 (5/8)

Drain Pipe Internal Dia. mm (inch) 25 (1) 25 (1) 25 (1) 25 (1)

H / M / L dB(A) 33 / 31 / 29 34 / 32 / 29 35 / 33 / 31 40 / 37 / 33

H / M / L dB(A) 44 / 41 / 40 44 / 42 / 40 45 / 44 / 41 51 / 48 / 42

Ø, V, Hz 1, 220 - 230 - 240, 50/60 1, 220 - 230 - 240, 50/60 1, 220 - 230 - 240, 50/60 1, 220 - 230 - 240, 50/60

Rated A 0.13 - 0.13 - 0.12 0.15 - 0.14 - 0.14 0.16 - 0.15 - 0.14 0.26 - 0.25 - 0.23

A 0.19 0.20 0.24 0.30

- R410A / R32 R410A / R32 R410A / R32 R410A / R32

kg(each) 0.34 / 0.28 0.34 / 0.28 0.34 / 0.28 0.34 / 0.28

- EEV EEV EEV EEV

mm² 1.0~1.5 × 2C 1.0~1.5 × 2C 1.0~1.5 × 2C 1.0~1.5 × 2C

PT-USC PT-USC PT-USC PT-USC

Morning fog Morning fog Morning fog Morning fog

Net mm 1,100 × 28 × 690 1,100 × 28 × 690 1,100 × 28 × 690 1,100 × 28 × 690

Shipping mm 1,140× 100 × 754 1,140× 100 × 754 1,140× 100 × 754 1,140× 100 × 754

kg(lbs) 4.65 (10.3) 4.65 (10.3) 4.65 (10.3) 4.65 (10.3)

kg(lbs) 6.50 (14.3) 6.50 (14.3) 6.50 (14.3) 6.50 (14.3)
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Control

Microprocessor, Thermostat for cooling and heating
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2Way Ceiling Mounted Cassette
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